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Note: Blank spaces are not permitted if any item is not applicable or n information is available, the space must be marked to indicate that. 


Identity (As Used on Label and List) 

Part Number 

GP7AAAHR 

GP7AAAHR 

Section 1 - information of Manufacturer 

Manufacturer’s Name 


GP Batteries International Ltd. 



Address (Number, Street, City, State and ZIP Code) 


Section II - Hazardous Ingredients/Identity Information 


Hazardous Components: 

Description: Approximate % of total weight 


Ni(OH)2 (Nickel Hydroxide) 

; 12.29 

Wt% 

30-35% NaOH and KOH mixture 

; 6.30 

Wt% 

Mercury 

; <5ppm 


Lead 

; Nil 


Cadmium 

; Nil 



Section III - Physical/Chemical Characteristics 


Form 

N.A. 

Specific Gravity (H20=l) 

N.A. 

Boiling Point 

N.A. 

Melting Point 

N.A. 

Vapor Pressure (mm Hg) 

N.A. 

Evaporation Rate 
(Butyl Acetate =1) 

N.A. 

Vapor Density (AIR =1) 

N.A. 

pH 

N.A. 

Solubility in Water 

N.A. 

Appearance and Odor 

N.A. 


Section IV - Hazard Classification 


Classification 


Section V - Reactivity Data 


Stability 

Unstable 

Conditions to Avoid 

Yes = ( X ) 

( ) 



Stable 



(X) 



Incompatibility (Materials to Avoid) 


Hazardous Decomposition or Byproducts 
Not known 


Hazardous 

May Occur 

Conditions to Avoid 

Reactions 

( ) 


Yes = ( X ) 

Will Not Occur 



(X) 
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Section VI - Health Hazard Data 


Route(s) of Entry Yes = ( X ) 

Inhalation? 

( N.A. ) 

Skin? 

(N.A.) 

Ingestion? 

(N.A.) 

Health Hazard (Acute and Chronic) / Toxicological information 


In ease of electrolyte leakage, skin will be itchy when contaminated with electrolyte. 



Section VII - First Aid Measures 

First Aid Procedures 


If eleetrolyte leakage oeeurs and makes eontact with skin, wash immediately. 

If eleetrolyte eomes into contact with eyes, wash with copious amounts of water for 
Fifteen (15) minutes, and contact a physician. 


Section VIII - Fire and Explosion Hazard Data 


Flash Point (Method Used) 

Ignition Temp. 

Flammable Limits 

LEE 

UEL 

N.A. 

N.A. 

N.A. 

N.A. 

N.A. 


Extinguishing Media 


Dry Chemicals, Class-D Chemicals 

Special Fire Fighting Procedures 

NA^ 

Unusual Fire and Explosion Hazards 

Do not incinerate and or mutilate battery. Explosion may occur under extreme abusive treatment. 

Do not short-eircuit battery - may cause burns. 

Section IX - Accidental Release or Spillage 

Steps to Be Taken in Case Material is Released or Spilled 


Batteries that are leaking should be handled with rubber gloves. 
Avoid direct contact with electrolyte. 
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Section X - Handling and Storage 

Safe handing and storage advice 


Batteries in the eharged state should be handle and stored earefully to avoid short cireuits. 
Do not store in disorderly fashion, or allow metal objects to be mixed with stored batteries. 

Never disassemble a battery. 

Keep away from the sourees of extreme heat and ignition. 


Section XI - 

- Exposure Controls / Personal Protection 


Occupational Exposure Limits: 

LTEP 

N.A. 

STEP 

N.A. 

Respiratory Protection (Specify Type) 

N.A. 



Ventilation 

Local Exhausts 

N.A. 

Special 

N.A. 


Mechanical (General) 

N.A. 

Other 

N.A. 

Protective Gloves 

N.A. 

Eye Protection 

N.A. 


Other Protective Clothing or Equipment 

N.A. 


Work/Hygienic Practices 


N.A. 

Section XII - Ecological Information 

Does not contain ozone-depleting substance. 


Section XIII - Disposal Method 

Recommend to return to manufaeturer for proper disposal. 


Section XIV - Transportation Data 

The Niekel-metal hydride battery is supplied as a “dry battery”. 

They can be shipped in normal packing and transported on any mode of transportation. 
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